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Pick&Carry

Superior power whilst maintaining manoeuvrability. Capable of handling demanding 
loads in industrial, construction and refurbishment environments. Stability, precision and 
reliability with every lift.

15.6 m 14.5 m
Adaptable working load

104 m 4.9 t Luffing jib

Mini cranes
spider22

Technical information

Maximum capacity 4,900 kg

Maximum vertical reach 15.63 m

Maximum horizontal reach 14.52 m

Winch length (below support level) 104 m

Engine Diesel

Track pressure on the ground 0.48 kgf/cm²

Total weight 9,700 kg



Maximum permissible load
4.63 m BOOM 7.38 m BOOM 10.13 m BOOM 12.88 m BOOM 15.63 m BOOM

*RT (m) *CC (kg) *RT (m) *CC (kg) *RT (m) *CC (kg) *RT (m) *CC (kg) *RT (m) *CC (kg)

≤2.0 4,900 ≤2.0 4,900 ≤2.0 2,600 ≤2.0 2,000 ≤2.0

2.5 3,800 2.5 3,760 2.5 2,600 2.5 2,000 2.5 1,400

3.0 2,900 3.0 2,980 3.0 2,310 3.0 2,000 3.0 1,400

3.5 2,290 3.5 2,420 3.5 2,010 3.5 1,890 3.5 1,400

4.0 4.0 2,000 4.0 1,750 4.0 1,650 4.0 1,400

4.5 4.5 1,670 4.5 1,530 4.5 1,450 4.5 1,320

5.0 5.0 1,400 5.0 1,340 5.0 1,280 5.0 1,200

6.0 6.0 1,000 6.0 1,030 6.0 1,010 6.0 990

7.0 7.0 780 7.0 800 7.0 820

8.0 8.0 580 8.0 630 8.0 680

9.0 9.0 410 9.0 500 9.0 560

10.0 10.0 390 10.0 450

11.0 11.0 300 11.0 360

12.0 12.0 280

13.0 13.0 210

14.0 14.0 200

14.52 14.52 200

(*) RT = Working radius / CC = Load capacity

Pick & Carry
4.63 m Boom 7.38 m Boom 10.13 m Boom

*RT (m) *CC (kg) *RT (m) *CC (kg) *RT (m) *CC (kg)

≤2.0 2,000 ≤2.0 2,000 ≤2.0 1,400

2.5 2,000 2.5 2,000 2.5 1,400

3.0 1,670 3.0 1,700 3.0 1,360

3.5 1,330 3.5 1,380 3.5 1,170

4.0 1,140 4.0 1,020

4.5 960 4.5 890

5.0 810 5.0 770

5.5 690 5.5 680

6.0 590 6.0 590

6.27 540 6.27 550

6.5 510

7.0 440

7.5 380

8.0 320

8.5 270

9.0 230

(*) RT = Working radius / CC = Load capacity

[mm]
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