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Mini crane

Advanced performance with a jib that extends reach capabilities. Designed for 
technical manoeuvres requiring precision and capacity in complex spaces.

Technical information

Maximum capacity 3,830 kg

Maximum vertical reach (with jib) 20.7 m

Maximum horizontal reach (with jib) 16 m

Winch length (below support level) 82 m

Engine Hybrid (diesel + electric)

Track pressure on the ground 0.55 kgf/cm²

Total weight / Total weight with jib 5,600 kg | 5,750 kg
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Load diagram – Stabilisers extended to 100 per cent

4 Re-handles

2 Redirects

Direct pull

Load diagram – Stabilisers extended to 50%

BOOM 
LENGTH

BOOM LENGTH BOOM LENGTH BOOM LENGTH BOOM LENGTH

1 1+2 1+2+3 1+2+3+4 1+2+3+4+5 1+2+3+4+5+JIB

4.74 m / 7.70 m 10.66 m 13.57 m 16.48 m 20.70 m

*RT (m) *CC (kg) *RT (m) *CC (kg) *RT (m) *CC (kg) *RT (m) *CC (kg) *RT (m) *CC (kg)

≤2.7 3,830 ≤3.5 3,030 ≤4.0 2,230 ≤5.0 1,130 7.0 520

3.5 3,030 4.0 2,580 4.5 1,830 5.5 980 8.0 420

4.0 2,580 5.0 1,880 5.0 1,630 6.0 910 9.0 320

5.0 1,180 6.0 1,430 6.0 1,330 7.0 730 10.0 250

6.0 1,430 7.0 1,130 7.0 1,080 8.0 630 11.0 220

7.0 1,160 8.0 880 8.0 880 9.0 550 12.5 170

7.2 1,120 9.0 740 9.0 730 10.0 480

10.2 490 10.0 530 11.0 430

11.0 480 12.0 380

12.0 430 13.0 330

13.1 330 14.0 280

15.0 220

16.0 180

(*) RT = Working radius / CC = Load capacity

4.26 m
Boom

7.22 m
Boom

10.18 m
Boom

13.09 m
Boom

16.0 m
Boom

MAX: 5,520 | AVG: 4,888 | MIN: 4,248

MAX: 5,118 | MED: 4,566 | MIN: 4,008

[mm]
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BOOM LENGTH BOOM LENGTH BOOM LENGTH BOOM LENGTH BOOM 
LENGTH

1 1+2 1+2+3 1+2+3+4 1+2+3+4+5 1+2+3+4+5+JIB

4.74 m / 7.70 m 10.66 m 13.57 m 16.48 m 20.70 m

*RT (m) *CC (kg) *RT (m) *CC (kg) *RT (m) *CC (kg) *RT (m) *CC (kg) *RT (m) *CC (kg)

≤2.6 3,830 ≤3.3 3,030 ≤4.0 2,230 ≤5.0 1,130 7.0 520

3.5 3,030 4.0 2,580 4.5 1,930 5.5 980 8.0 420

4.0 2,580 5.0 2,030 5.0 1,730 6.0 910 9.0 320

5.0 2,030 6.0 1,680 6.0 1,400 7.0 760 10.0 250

6.0 1,680 7.0 1,380 7.0 1,180 8.0 650 11.0 220

7.0 1,380 8.0 1,130 8.0 1,030 9.0 600 12.5 170

7.2 1,330 9.0 880 9.0 930 10.0 550

10.2 580 10.0 830 11.0 490

11.0 690 12.0 440

12.0 530 13.0 380

13.1 430 14.0 320

15.0 260

16.0 210

(*) RT = Working radius / CC = Load capacity


